Mazda OEM Software IDS and TABSCAN J2534 Connection Guide

Note: Please install the Mazda OEM software before use. Any questions about OEM
software setup please feel free to contact us.

1. Create your TABSCAN account with email or phone number, and log in.
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2. Connect the device to your PC using the provided USB cable. Check whether there
is an update notice on the top left corner. For optimal performance, please upgrade
to the latest firmware version when available on the TABSCAN platform.
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< Tutorials

Install the OEM software first, then download and install the corresponding OEM drivers to perform diagnostics and
programming.
Feel free to contact us if you need help.
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3. Click the drop-down arrow of the current driver, select the Mazda driver to install.
Note: For the stability of the program, it's better to only have one vehicle brand
driver installed at a time.
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4. Make sure the driver is enabled before using OEM software to diagnose.
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Install the OEM software first, then download and install the corresponding OEM drivers to perform diagnostics and
programming.
Feel free to contact us if you need help.

5. Double click the OEM software Mazda IDS icon to open.

Mazda IDS

6. Click the green double arrows on the top right corner.
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A WARNING!

To avoid possible serious Injury or death: }

Ensure the diagnostic tester is placed in the vehicle so it does not
interfere with the safe operation of the vehicle, e.g. do not place

the diagnostic tester in the deployment path of any airbag.

Spark Plug Wire voltage produced by modern ignition systems

can be as high as 40kV. While carrying out repairs or checks on
ignition systems it is important to adhere to the appropriate safety
precautions preventing the possibility of electric shocks. £l
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7. The status “Connected” indicates a successful connection.
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Device Selection L
* Select from the detected wireless devices below.
* If your wired device is connected and not listed, disconnect and reconnect its cables.

* Click the i button for device connection information.

Device | Status [ Default Wireless | Version Serial#

#d "= connected @ Up to date 88683699

8. Click the car icon on the top left corner, choose “Start New Session” to select your
vehicle, then click “¢#/” on the lower right corner to continue.

il
e ceton Voo

Manual Vehicle Entry 17 Pin P>
Vehicle Data chnrdﬂl’Titan ’
VCI-CFR | 4

Previous Sessions

i

www.eucleia.net



9. Vehicle is detected automatically by the system. Then you can start to diagnose.

Operation in progress

www.eucleia.net



